
SGL50N120AND 
1200V 50A NPT IGBT 

Features 

•NPT Technology 

• VCE(sat)=2.7V@IC=50A 

• trr=60ns(typ.) 

• High Speed Switching & Low Power Loss 

• High Input Impedance 

Applications 

•  UPS, Inverter, Welder, AC&DC motor controls 

The device is designed by advanced NPT 

technology process. This IGBT offer low conduction 

and switching losses. This IGBT have excellent 

quality for application such as UPS, inverter, 

AC&DC motor controls and other switching 

applications.  

Package Type & Internal Circuit  

Absolute Maximum Ratings  

Symbol Parameter Ratings Unit 

VCES Collector to Emitter Voltage 1200 V 

VGES Gate to Emitter Voltage ±20 V 

IC Collector Current 
TC=25℃ 80 A 

TC=100℃ 50 A 

ICM Pulsed Collector Current 150 A 

IF Diode Continuous Forward Current  TC=100℃ 40 A 

IFM Diode Maximum Forward Current 240 A 

PD Maximum Power Dissipation 
TC=25℃ 480 W 

TC=100℃ 190 W 

TJ Operating Junction Temperature Range -55~+150 ℃ 

TSTG Storage Temperature Range -55~+150 ℃ 

Thermal Characteristics  

Symbol Parameter Ratings Unit 

Rth (J-C) (IGBT) Thermal Resistance, Junction to case for IGBT  0.26 ℃/W 

Rth (J-C) (Diode) Thermal Resistance, Junction to case for Diode  0.8 ℃/W 

Rth (J-A) Thermal Resistance, Junction to Ambient 26 ℃/W 
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Electrical Characteristics of IGBT @TC=25 ℃ unless otherwise noted 

Symbol Parameter Conditions Min. Typ. Max. Unit 

BVCES Collector to Emitter Breakdown Voltage VGE=0V, IC=250uA 1200 - - V 

VCE(sat) Collector to Emitter Saturation Voltage 

IC=50A, VGE=15V - 2.7 3.2 V 

IC=50A, VGE=15V, 

TC=125℃ 
- 3.6 - V 

VGE(th) 
 

Gate Threshold Voltage VCE=VGE, IC=250uA 4.5 5.5 6.5 V 

ICES Zero Gate Voltage Collector Current VCE=VCES, VGE=0V - - 1 mA 

IGES Gate to Emitter Leakage Current VGE=VGES, VCE=0V - - ±250 nA 

Electrical Characteristics of Diode @TC=25 ℃ unless otherwise noted 

Symbol Parameter Conditions Min. Typ. Max. Unit 

VF Diode Forward Voltage 
IF=40A - 3.4 4.0 V 

IF=40A, TC=125℃  - 2.4 - V 

trr Diode Reverse Recovery Time 

IF=40A, 

di/dt=-200A/us 

- 68 - ns 

Irr Diode Peak Reverse Recovery Current - 7.5 - A 

Qrr Diode Reverse Recovery Charge - 270 - nC 

Switching Characteristics @TC=25 ℃ unless otherwise noted 

Symbol Parameter Conditions Min. Typ. Max. Unit 

td(on) Turn-on Delay Time 

IC=50A, 

VCC=600V, 

VGE=15V, 

RG=10Ω 

Inductive Load，
TC=25℃ 

- 29 - ns 

tr Rising Time - 29 - ns 

td(off) Turn-off Delay Time - 193 - ns 

tf Falling Time - 27 - ns 

Eon Turn-on Switching Loss - 0.556 - mJ 

Eoff Turn-off Switching Loss - 1.291 - mJ 

Ets Total Switching Loss - 1.847 - mJ 

td(on) Turn-on Delay Time 

IC=50A, 

VCC=600V, 

VGE=15V, 

RG=10Ω 

Inductive Load，
TC=125℃ 

- 30 - ns 

tr Rising Time - 31 - ns 

td(off) Turn-off Delay Time - 213 - ns 

tf Falling Time - 60 - ns 

Eon Turn-on Switching Loss - 0.503 - mJ 

Eoff Turn-off Switching Loss - 1.763 - mJ 

Ets Total Switching Loss - 2.266 - mJ 

Cies Input Capacitance 

VGE=0V, VCE=30V, 

f=1.0MHz 

- 4330 - pF 

Cres Reverse Transfer Capacitance - 140 - pF 

Coes Output Capacitance - 420 - pF 

Qg Total Gate Charge 
IC=50A, 

VCC=600V 

VGE=15V 

- 37 - nC 

Qge Gate to Emitter Charge - 160 - nC 

Qgc Gate to Collector Charge - 332 - nC 

tsc Short Circuit Withstand Time VCC=600V,VGE=15V 10 - - us 

2/5 www.sunnychip.com 

Jul.2019 

Sunnychip Semiconductor Co., Ltd. 

SGL50N120AND: Rev. 01 

S
G

L
5
0

N
1

2
0

A
N

D

－ N
P

T
 IG

B
T

 



Typical Performance Characteristics 

Fig. 1. Typical Output Characteristics Fig. 2. Typical Saturation Voltage Characteristics 

Fig. 3. Typical Saturation Voltage vs. TC 

Fig. 4. Diode Forward Characteristics 

Fig. 5. Typical  Capacitance Characteristics 
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Fig. 6. Turn-on Characteristics vs. RG 
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Fig. 10. Turn-off Characteristics vs. IC 
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Fig. 7. Turn-off Characteristics vs. RG 
Fig. 8. Switching Loss vs. RG 

Fig. 9. Turn-on Characteristics vs. IC 

Fig. 11. Switching Loss vs. IC 

Typical Performance Characteristics 
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Package Dimensions 

(Dimensions in Millimeters) 

TO-264 
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