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SQP150N06T
60V 150A N-Channel Trench MOSFET

Features

* Advanced Trench Technology
* Typical on-Resistance:

Ros (on=3-5MQ @Vs=10V, I,=75A
+ Rated Avalanche Energy

* RoHS Compliant

Applications

Description

* Switched Mode Power Supplies

* UPS

The SQP150NO06T is an N-Channel enhancement
mode power MOSFET and based on advanced trench
technology, it has extremely low static on-resistance
and high avalanche energy strength. This device
provide excellent switching performance for switched
mode power supplies, UPS.

Package Type & Internal Circuit

TO-220

Absolute Maximum Ratings @T.=25 ‘C unless otherwise noted
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Symbol Parameter Ratings Unit
Vbss Drain to Source Voltage 60 \Y
Vass Gate to Source Voltage +25 \%
_ Te=25C 150 A
Ip Drain Current
T.=100C 110 A
lom Pulsed Drain Current (Notel) 450 A
Maximum Power Dissipation T.=25C 210 w
Po Derate above 25C 1.1 wi/'C
Exs Single Pulsed Avalanche Energy (Note 2) 1200 mJ
T, Operating Junction Temperature Range -55~+150
Tsro Storage Temperature Range -55~+150
Thermal Characteristics
Symbol Parameter Ratings Unit
Rin g-c) Thermal Resistance, Junction to case 0.6 TIwW
Rin 3-4) Thermal Resistance, Junction to Ambient 62 CTIW
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Electrical Characteristics @T.=25 C unless otherwise noted

Symbol Parameter Conditions Min. Typ. Max. Unit
BVpss Drain to Source Breakdown Voltage V=0V, 1,=250uA 60 - - \%
Vst Gate Threshold Voltage Vps=Vas: [p=250uA 2 3 4 \%
Ros(on) Static Drain-Source On-Resistance Vgs=10V, I5=75A - 35 - mQ
loss Zero Gate Voltage Drain Current Vps=Vpss: Ves=0V - - 10 uA
lgss Gate to Source Leakage Current Vss=Vasss Vps=0V - - +100 nA
D-S Diode Characteristics and Maximum Rating @T.=25 C unless otherwise noted
Symbol Parameter ‘ Conditions Min. Typ. Max. Unit
Is Maximum Drain to Source Diode Forward Current - - 150 A
Vsp Drain-Source Diode Forward Voltage Vgs=0V, Is=150A - 1.0 - \Y
ty Reverse Recovery Time Vs=0V, I=75A, - 85 - ns
Q. Reverse Recovery Charge di/dt=-100A/us - 175 - nC
Switching Characteristics @T.=25 ‘C unless otherwise noted
Symbol Parameter Conditions Min. Typ. Max. Unit
tacon) Turn-on Delay Time - 17 - ns
t, Turn-on Rise Time I5=75A, - 110 - ns
L Turn-off Delay Time Vop=28V, - 54 - ns
Rs=5Q (Note 3)
t Turn-off Fall Time - 70 - ns
Ciss Input Capacitance - 3100 4320 pF
Coss Output Capacitance Ves=0V, Vps=25V, - 720 1730 pF
- f=1.0MHz
Crss Reverse Transfer Capacitance - 205 350 pF
Qq Total Gate Charge |,=150A, - 117 - nC
Qs Gate to Emitter Charge V=44V - 28 - nC
Qga Gate to Collector Charge Vgs=10V (Note 3) - 37 - nc
Note:

1. Repetitive rating: pulse-width limited by maximum junction temperature

2. Vpp=50V, L=500uH, V=10V, 1,4=70A

3. Essentially independent of operating temperature typical characteristics
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Typical Performance Characteristics

Fig. 1. Typical on-Resistance Characteristics Fig. 2. Typical Transfer Characteristics
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Fig. 3. Static on-Resistance vs. I, Fig. 4. Body Diode Forward Voltage vs. lpg
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Fig. 5. Capacitance Characteristics Fig. 6. Gate Charge Characteristics
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Typical Performance Characteristics

Fig. 7. Breakdown Voltage vs. Temperature
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Fig. 9. Maximum Safe Operating Area
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Fig. 11. Transient Thermal Response Curve
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Fig. 8. Static on-Resistance vs. Temperature
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Fig. 10. Maximum Drain Current vs. Temperature

180

160

140

120

100

80

ol 3 ; \
af e b

Drain Current, | [A]

25 50 5 100 125 150

Case Temperature, TC[°‘C]

Sunnychip Semiconductor Co., Ltd. 4/5
SQP150NO06T: Rev. 01

www. sunnychip. com

134SON yduail [puueyd-N — 190N0STdOS



&

Nov. 2015

Package Dimensions
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TO-220
(Dimensions in Millimeters)
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