
SQA24N50B 
500V 24A N-channel Enhancement Mode Power MOSFET 

Features 

• Low on-Resistance: RDS (on)=0.18Ω(typ.) 

• Special Process Technology for high ESD Capability 

• 100% Avalanche Test  

• Good Stability and Uniformity with High EAS 

Applications 

• Switched Mode Power Supplies 

• Active Power Factor Correction 

• Electronic Ballasts 

The SQA24N50B is an N-Channel enhancement 

mode power MOSFET,  it has low static on-resistance 

and high avalanche energy strength. This device is 

well suited for high efficiency switch mode power 

supply, power factor correction, electronic lamp based 

on half bridge. 

Package Type & Internal Circuit  

Absolute Maximum Ratings @TC=25 ℃ unless otherwise noted 

Symbol Parameter Ratings Unit 

VDSS Drain to Source Voltage 500 V 

VGSS Gate to Source Voltage ±30 V 

ID Drain Current 
TC=25℃ 24 A 

TC=100℃ 15.6 A 

IDM Pulsed Drain Current                                  (Note1) 96 A 

PD 

Maximum Power Dissipation TC=25℃ 290 W 

                Derate above 25℃ 2.3 W/℃ 

EAS Single Pulsed Avalanche Energy                (Note 2) 2645 mJ 

TJ Operating Junction Temperature Range -55~+150 ℃ 

TSTG Storage Temperature Range -55~+150 ℃ 

Thermal Characteristics  

Symbol Parameter Ratings Unit 

Rth (J-C) Thermal Resistance, Junction to case 0.43 ℃/W 

Rth (J-A) Thermal Resistance, Junction to Ambient 40 ℃/W 

Description 
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Electrical Characteristics @TC=25 ℃ unless otherwise noted 

Symbol Parameter Conditions Min. Typ. Max. Unit 

BVDSS Drain to Source Breakdown Voltage VGS=0V, ID=250uA 500 - - V 

VGS(th) Gate Threshold Voltage VDS=VGS, ID=250uA 2.0 3.0 4.0 V 

RDS(on) Static Drain-Source On-Resistance VGS=10V, ID=12A - 0.18 0.20 Ω 

IDSS Zero Gate Voltage Drain Current VDS=VDSS, VGS=0V - - 1 uA 

IGSS Gate to Source Leakage Current VGS=VGSS, VDS=0V - - ±100 nA 

D-S Diode Characteristics and Maximum Rating @TC=25 ℃ unless otherwise noted 

Symbol Parameter Conditions Min. Typ. Max. Unit 

IS Maximum Drain to Source Diode Forward Current - - 24 A 

VSD Drain-Source Diode Forward Voltage VGS=0V, IS=24A - - 1.4 V 

Trr Reverse Recovery Time VGS=0V, IS=24A, 

di/dt=-100A/us 

- 390 - us 

Qrr Reverse Recovery Charge - 4.1 - uC 

Switching Characteristics @TC=25 ℃ unless otherwise noted 

Symbol Parameter Conditions Min. Typ. Max. Unit 

td(on) Turn-on Delay Time 

ID=24A, 

VDD=250V, 

RG=25Ω          (Note 3) 

- 82 178 ns 

tr Turn-on Rise Time - 258 525 ns 

td(off) Turn-off Delay Time - 210 420 ns 

tf Turn-off Fall Time - 156 336 ns 

Ciss Input Capacitance 

VGS=0V, VDS=25V, 

f=1.0MHz 

- 2640 4725 pF 

Coss Output Capacitance - 540 703 pF 

Crss Reverse Transfer Capacitance - 55 73 pF 

Qg Total Gate Charge 
ID=24A, 

VDS=400V 

VGS=10V          (Note 3) 

- 98 126 nC 

Qgs Gate to Emitter Charge - 27 - nC 

Qgd Gate to Collector Charge - 49 - nC 

Note: 

1. Repetitive rating: pulse-width limited by maximum junction temperature 

2. L=9.0mH, IAS=24A, VDD=50V, VG=10V,  @TC=25℃ 

3. Essentially independent of operating temperature typical characteristics 
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Typical Performance Characteristics 

Fig. 1. Typical on-Resistance Characteristics Fig. 2. Typical Transfer Characteristics 

Fig. 3. Static on-Resistance  vs. ID Fig. 4. Body Diode Forward Voltage vs. IDR 

Fig. 5. Capacitance Characteristics Fig. 6. Gate Charge Characteristics 

Jul. 2017 

Sunnychip Semiconductor Co., Ltd. 

SQA24N50B: Rev. 01 
www. sunnychip. com 3/5 

S
Q

A
2

4
N

5
0
B

－N
-C

h
a
n

n
e

l E
n

h
a

n
c
e

m
e

n
t M

o
d
e

 P
o

w
e

r M
O

S
F

E
T

 



Typical Performance Characteristics 

Fig. 7. Breakdown Voltage vs. Temperature Fig. 8. Static on-Resistance vs. Temperature 

Fig. 9. Maximum Safe Operating Area Fig. 10. Maximum Drain Current vs. Temperature 

Jul. 2017 

Sunnychip Semiconductor Co., Ltd. 

SQA24N50B: Rev. 01 
www. sunnychip. com 4/5 

S
Q

A
2

4
N

5
0
B

－N
-C

h
a
n

n
e

l E
n

h
a

n
c
e

m
e

n
t M

o
d
e

 P
o

w
e

r M
O

S
F

E
T

 

Fig. 11. Transient Thermal Response Curve 



Package Dimensions 

(Dimensions in Millimeters) 

TO-3PN 
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