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SD4F100B60S2
600V FRD Full Bridge Module

Features

* Repetitive Reverse Voltage: Vggy = 600V

» Low Forward Voltage: V(typ.) = 1.2V @ I-=100A

* Average Forward Current: Ig sy, = 100A @ T.=100°C
* Reverse Recovery Time: t,(typ.) = 140ns

» Extensive Characterization of Recovery Parameters
* Reduced EMI and RFI

* Isolation Type Package

* 150°C Operating Junction Temperature

* Built-in Full Bridge FRD Construction

Applications

* High Speed & High Power Converters, Inverter Welders
* Various Switching and Telecommunication Power Supply
» Cutting Machine

Description

The Fast Recovery Diode module devices used Full
Bridge Structure, and optimized to reduce losses and
EMI/RFI in high frequency power conditioning electrical
systems.

The Fast Recovery Diode module is ideally suited for
power converters, inverter welders, motor drives and
other applications where switching losses are significant
portion of the total losses.

Package Type & Internal Circuit

Equivalent Circuit

Absolute Maximum Ratings (Per diode at T.=25 °C unless otherwise noted)
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Symbol Parameter Ratings Unit
VRrM Repetitive Peak Reverse Voltage 600 \
Vg DC Blocking Voltage 480 \%
Tc=25°C 200
Ieav Average Rectified Forward Current A
Tc=100°C 100
sy Non-repetitive Peak Surge Current 1750 A
60Hz Single Half-sine Wave
Pt (Sli)tHonrSi'?]Lés\i/r\]l%ve 12.7710° A
Pp Maximum Power Dissipation 360 w
Vio Isolation Voltage @AC 1 Minutes 2500 \
T, Junction Temperature -55 ~ +150 °C
Ts1o Storage Temperature -55 ~ +150 °C
Mounting Torque (M5) 4.0 N.m
Terminal Torque (M5) 2.0 N.m
Weight 137 g
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Electrical Characteristics (Per diode @T.=25 °C unless otherwise noted)
Symbol Parameter Conditions Min. Typ. Max. Unit
I-=100A - 1.2 1.6 \
Ve Forward Voltage Drop
I-=100A, T=100°C - 11 - \Y
V=600V - - 0.5 mA
lzm Reverse Leakage Current
Vg=600V, T=100°C - - 1 mA
t, Reverse Recovery Time I==1A, di/dt=-200A/us - 35 - ns
t, Reverse Recovery Time - 140 160 ns
I-=100A, di/dt=-200A/us
I Reverse Recovery Current - 15 - A
t, Reverse Recovery Time - 280 - ns
I-=100A, di/dt=-200A/us, T=100°C
I Reverse Recovery Current - 27 - A
Thermal Characteristics
Symbol Parameter Ratings Unit
Rin g-c) Thermal Resistance, Junction to case 0.34 °C/w
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Typical Performance Characteristics

Fig. 1. Typical Characteristics: V¢ vs. I¢
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Fig. 3. Transient Thermal Impedance
Characteristics (Ryy.c))
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Fig. 5. Reverse Recovery Current vs. di/dt
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Fig. 2. Typical Reverse Recovery Time vs. di/dt
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Fig. 4. Forward Current Derating Curve

300

250

200

150

100

5oig:::\

Average Forward Current, IF(AV)[A]

RN

0 20 40 60 80 100 120 140 160 180

Junction Temperature, T [C ]

aInpoN 3bpug [IN4 add4 A009 — 2S09900T4¥AS

Sunnychip Semiconductor Co., Ltd.
SD4F100B60S2:Rev.01

3/4

www.sunnychip.com



&

Jun. 2021

Package Dimensions
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DISCLAIMER:

The products are not designed for use in hostile environments, including, without limitation, aircraft, nuclear power
generation, medical appliances, and devices or systems in which malfunction of any product can reasonably be
expected to result in a personal injury. Seller’'s customers using or selling seller’s products for use in such applications

do so at their own risk and agree to fully defend and indemnify Seller.

Sunnychip reserves the right to change the specifications and circuitry without notice at any time. Sunnychi? does not consider

responsibility for use of any circuitry other than circuitry entirely included in a Sunnychip product.

trademark of Sunnychip Semiconductor Co., Ltd.

is a registered
®
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